
Speaker 
Microphone 
Compact Size

Speaker 
Microphone 
Standard Size

Speaker 
Microphone 
Heavy Duty

Features
- Molded stress relief at connector and   
 microphone
- Specialized cable for flexibility in various  
 temperature enviornments
- Optional ear pieces (sold separately)

Speaker Microphones

Speaker 
Microphone 
Compact Size

SM1

SM2

SM3

SM4
- Dimensions: 2.4” x 1.2” x 3”
- IP55 rated/ water and dust resistant

- Most economical
- Newly designed and lightweight
- Dimensions: 2” x 1” x 2.8”

3.5mm accessory 
port on the side

360 degree rotating 
clothing clip

3.5mm accessory 
port on the bottom 
- SM4 model only

360 degree rotating 
clothing clip

360 degree rotating 
clothing clip

360 degree rotating 
clothing clip

3.5mm accessory 
port on the bottom

- Dimensions: 2.1” x 1” x 2.7”

- Dimensions: 2.3” x 1.1” x 3”

3.5mm accessory 
port on the side

SM4W
- Available in waterproof with an IP67 
 rating/ water and dust proof
- No accessory jack
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Speaker Microphones

Professional Series Speaker Mic

- Dimensions: 2.5” x 1.2” x 3.1”

- 360 degree rotating clothing clip

- Heavy-duty, fire retardant cable

- 3.5mm accessory jack 

- High/Low push button volume control  
 on the side

- IP55 rated/ water and dust resistant

- LED activation push button on the side

SM6W

- Dimensions: 2.6” x 1.1” x 3.8”

- Updated design for enhanced  
 comfort and feel  

- Nexus audio accessory in/out 

-  3.5 mm accessory jack

- Heavy-duty, fire retardant cable

- Dual PTT - front and side

- IP67 rated/ water and dust proof

- Variable volume with mute

Customization Options:

- Optional Emergency Button 
 for supported radio models

- Optional labelling

Professional Series Speaker Mic

SM+20

SM+30

- Compact, heavy-duty design
- Heavy-duty, fire retardant cable 
- IP67 rated/ water and dust proof 
- Dimensions: 2.25”  x .8” x 2”

3.5mm accessory 
port on the side

Customization Options:

- Optional Emergency Button for  
 supported radio models

- Secondary audio accessory in/out 

- Optional labelling

- Optional face-plate

Premium Series Speaker Microphones are designed to be the highest value communication solution 
for critical use environments. Rugged in design and firm in the hand, with standard features required by emergency 
personnel working in extreme conditions. Premium components ensure crisp, clear and reliable communication.  

SM6
- Compact, heavy-duty design
- IP55 rated water and dust 
- Dimensions: 2.25”  x .8” x 2”
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IP67 Waterproof Speaker Mic.

Waterproof Speaker Microphone

IP67 Rating

• Compact, heavy-duty design
• 4.9mm fire retardant cable
• 3.5mm waterproof audio accessory
• Heavy gauge coiled cord
• Dimensions: 2.25”x.8”x2”  

3.5mm accessory 
port on the side

Replaceble, 360 degree 
rotating clothing clip

# SM6W

# SM6WE

Optional emergency button 
for supported radio models

factory  direct catalog



IP67 Waterproof Speaker Mic.

Nexus - Waterproof Speaker Microphone

IP67 Rating

• Nexus Connector 
• Front and Side PTT
• 3.5mm audio jack for earphone accessories
• 20mm Heavy gauge long coil cord                                   
• 4.9mm fire retardant cable
• IP67 Rating - Dust tight, Waterproof 

Front and side PTT

360 degree rotating 
clothing clip

# SM+30

Customization options:
 • Optional emergency button 
 • Secondary audio accessory in/out
 • Optional LED light 
 • Optional labeling
 

Side Volume 
Controls

3.5mm accessory 
port on the side

Nexus headset 
connector on top

Nexus headset 
connector port 
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